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    JAYMOR 
JETSCREEN METAL DETECTORS 

Over 27 years of service in a range of 

industries: 

 Rendering plants. 

 Quarries. 

 Sawmills. 

 Log merchandisers. 

 Organic recycling plants. 

 

 

 

 

OPERATOR FRIENDLY  

Rugged enclosure. 

Easy to see status indication. 

Simple sensitivity control. 

Automatic options available. 

 

 

 

 

 

 

M A D E  S P E C I F I C A L L Y  F O R  

I N D U S T R Y   

Designed and constructed applying 

the experience gained from 42 years 

of supplying industrial control 

systems to the world. 

 

 

 

 

M e t a l  D e t e c t o r  S o l u t i o n s  L t d  

Hamilton 

NEW ZEALAND 

Phone: +64 7 849 8454 

Fax: +64 7 849 8454 

Email: norm@jaymor.co.nz 

Web: www.jaymor.co.nz 

Controller 
 Simple sensitivity control via dial. 

 Power and trip indication lights on 

front of panel. 

 Reset button on panel with facility 

for remote reset. 

 Optional auto-sweep and reset 

logic. 

 Rugged enclosure available in 

stainless or powder-coated steel. 

Sensor head 
 Custom design for each site to 

maximize performance. 
 Brackets to client specifications. 
 Various configurations: 

o Flat under belt. 
o Contoured under belt. 
o Rectangular enclosed. 
o Circular enclosed. 

 Kevlar and UHMWPE options for 
high-wear surfaces. 

 Single pre-wired screened cable 
to controller. 

 Available in stainless or powder-
coated steel options. 
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Each unit custom made for individual applications 
 
 

 
 

Typical rendering installation 
 

 
 
 

Please contact MDS for more information. 
norm@jaymor.co.nz 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 Installations in: 
 
 New Zealand 
 Australia 
 Samoa 
 Chile 
 Caribbean 

Seychelles 
Thailand 
India 
Ethiopia 
Namibia 
Phillipines 

             Egypt 
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